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A commercial acoustic system, originally designed for seaﬂoor applications, has been adapted for studying ﬁsh with swimbladders. The
towed system contains broadband acoustic channels collectively spanning the frequency range 1.7–100 kHz, with some gaps. Using a
pulse-compression technique, the range resolution of the echoes is 20 and 3 cm in the lower and upper ranges of the frequencies,
respectively, allowing high-resolution imaging of patches and resolving ﬁsh near the seaﬂoor. Measuring the swimbladder resonance at
the lower frequencies eliminates major ambiguities normally associated with the interpretation of ﬁsh echo data: (i) the resonance
frequency can be used to estimate the volume of the swimbladder (inferring the size of ﬁsh), and (ii) signals at the lower frequencies
do not depend strongly on the orientation of the ﬁsh. At-sea studies of Atlantic herring demonstrate the potential for routine
measurements of ﬁsh size and density, with signiﬁcant improvements in accuracy over traditional high-frequency narrowband
echosounders. The system also detected patches of scatterers, presumably zooplankton, at the higher frequencies. New techniques
for quantitative use of broadband systems are presented, including broadband calibration and relating target strength and
volume-scattering strength to quantities associated with broadband signal processing.
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Introduction
Acoustic echosounders have proven to be a powerful tool in study-
ing the spatial and temporal distributions of fish. As sound can
travel great distances in water, the signals can be used to probe
hundreds of metres into the water, providing high-resolution
images of distributions of fish. Traditionally, acoustic echosoun-
ders have operated at frequencies in the tens to hundreds of kilo-
hertz. Two of the commonly used frequencies are 38 and 120 kHz.
A major challenge in the use of acoustic methods to study fish
has been in the interpretation of echo data. Using a traditional
high-frequency echosounder, the echoes depend strongly on the
orientation of the fish and weakly on the frequency of the echo-
sounder (Figure 1). These dependencies, or lack thereof, are a
source of significant ambiguities when relating echoes to biologi-
cally meaningful parameters such as length and numerical density.
For example, if the echoes from two patches of fish are compared
with each other and if the average echo level from one is higher
than that of the other, then the elevated levels could be due to
(i) increase in the numerical density of fish, (ii) increase in the
size of fish, (iii) a change in orientation distribution of the fish,
(iv) a change in species and/or anatomical characteristics of fish,
or (v) some combination of all of these. The use of ground-
truthing, such as net sampling, can eliminate some of the ambigu-
ities, but it is better to have an acoustic method with a minimum
number of ambiguities, especially because it is not practical to
ground-truth at every point of a survey.
The ambiguities associated with high-frequency echosounders
have been addressed, in part, in earlier studies (cited below) in
which the resonance frequency of the swimbladder of fish has
been exploited. The resonance frequency of these fish is typically
in the hundreds of hertz to low kilohertz frequencies that are
much lower than the frequencies at which traditional echosounders
operate (Figure 1). In the resonance region, and in contrast to the
scattering at high frequencies, the scattering depends strongly on
the frequency, as illustrated by the resonance peak in Figure 1.
Moreover, as the frequencies are relatively low, the echoes are not
strongly dependent on the orientation of the fish. As a result, the
ambiguities discussed above are significantly reduced or eliminated
by using frequencies that span the resonance frequency.
Swimbladder resonance can provide valuable information
because the resonance frequency depends on the size and the
shape of the swimbladder (Medwin and Clay, 1998). The
volume of the swimbladder can be estimated through applying
an acoustic-scattering model of the swimbladder to data where
#2010 The Author(s) This is an Open Access article distributed under the terms of the Creative Commons Attribution Non-Commercial
License (http://creativecommons.org/licenses/by-nc/2.5/uk/) which permits unrestricted non-commercial use, distribution, and
reproduction in any medium, provided the original work is properly cited.
Page 1 of 14
 ICES Journal of Marine Science Advance Access published January 5, 2010
the resonance is observed. The size of the fish can then, in turn, be
estimated from the volume of the swimbladder, given that the
size–volume and volume–depth relationships are known. As the
width of the swimbladder resonance is relatively narrow, there is
potential for making an estimate of the size of fish that is more
accurate than with high-frequency methods. Furthermore, an
assemblage of fish containing multiple sizes of fish could be
characterized by observation of multiple resonances. Finally,
through using such a low-frequency system, the echoes from fish
with swimbladders could be distinguished easily from echoes
from zooplankton and fish without swimbladders. Although the
resonance classification method has many advantages, there
remain challenges in the interpretation of the data. For example,
the depth-dependence of the volume of the swimbladder is not
well understood for at least one important species, Atlantic
herring, Clupea harengus (Nero et al., 2004). Also, it has been
demonstrated for a variety of species that there is a period (12–
24 h) that the swimbladder needs to adapt to a new depth (10–
50 m in these studies), which results in an apparent lag in acoustic
properties during vertical migration (Sand and Hawkins, 1973;
Sundnes and Sand, 1975; Løvik and Hovem, 1979).
Swimbladder resonances have been observed through the
measurements of transmission loss of signals in the resonance
region where the signals experience excess loss as a consequence
of the elevated scattering at the resonance (Weston, 1967;
Diachok et al., 2001; Diachok, 2002). The resonances have also
been observed in the measurements of backscattering through
the use of explosives (Hersey et al., 1962; Chapman and
Marshall, 1966; Holliday, 1972; Chapman et al., 1974; Hall,
1981; Hall and Quill, 1983; Thompson and Love, 1996) and pro-
totype hardware (Nero et al., 2004). The disadvantages of explo-
sives are quite obvious—in addition to being dangerous, it is
difficult to use them frequently enough to provide continuous
coverage of acoustic scattering over a large region. Furthermore,
the transmission signal is not reproducible, causing difficulties
in the interpretation. The disadvantage of the prototype hardware
is that, by definition, it is one of a kind, not necessarily optimized
for the application, and generally not accessible for use by investi-
gators other than the inventors. Despite the disadvantages of these
previous approaches, the resonances of fish with swimbladders
were demonstrated to provide a strong signal, rich with infor-
mation to be exploited. With these observations of swimbladder
resonances, a next major step in the area is to have a commercial
system in which fish can be routinely classified through the
measurements of the swimbladder resonance.
The need for routine measurements of swimbladder resonance
is addressed here through modification of a commercial system
and development of new broadband calibration and analysis
Figure 1. Frequency-dependence of backscattering by ﬁsh with swimbladders and other types of marine organism. For this simpliﬁed
illustration, the ﬁsh is modelled as having a spherical swimbladder and the modal-series-based solution is used with no damping. Frequency
ranges of the three acoustic channels of the Edgetech system are shown. The low-frequency channel spans the range of the resonance
frequency.
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techniques. The system, constructed by Edgetech, was originally
designed for studying the seafloor with frequencies in the low kilo-
hertz range. The lower range of the frequency band corresponds to
the upper range of the resonance frequencies of common fish with
swimbladders. The major modifications involved making full use
of the two available (low kilohertz) broadband channels, increas-
ing their sensitivity, and adding a third broadband channel in
the 30–100 kHz range, resulting in a collective range of frequen-
cies 1.7–100 kHz, with some gaps. Although the addition of the
third channel is not necessary for fish resonance classification, it
can be used to obtain higher-resolution images of fish and for
detection of large zooplankton. With higher range resolution in
this third channel, not only are the fish or features of the aggrega-
tion of fish resolved better, but there is potential for tilt-angle dis-
tribution to be inferred and for anatomical parts of the fish to be
resolved (Stanton et al., 2003; Reeder et al., 2004).
New techniques associated with interpreting broadband echoes
were also developed. The first involves calibration of a broadband
echosounder with a single standard target and eliminating the
source of interference that normally causes nulls in a broadband
echo from a target. The general method is presented in Stanton
and Chu (2008). Novel applications of the method to the three
broadband channels of the Edgetech system are summarized in
this paper. The second technique relates target strength (TS) and
volume-backscattering strength (Sv) to quantities associated with
broadband signal processing. The derivations of these relations
are provided here for general use and in simplified form for the
ocean measurements made with the Edgetech system.
The system was successfully used in a study of Atlantic herring
over Georges Bank, near Cape Cod, MA, USA. Resonances of the
fish were observed at 3.7 kHz for patches of fish of varying
density. By towing the system directly above the fish and
through the use of pulse-compression processing, the echoes in
the low kilohertz frequencies are demonstrated to have higher res-
olution than the corresponding echoes from a commercial
120-kHz system mounted on the ship. In addition, Rayleigh scat-
tering was observed in the range 30–100 kHz in near-surface
patches, suggesting the presence of zooplankton.
System description
Principal modiﬁcations to standard product
The system is a custom configuration of a commercial product
sold by Edgetech. All modifications were performed by
Edgetech. Table 1 lists major components of the system, along
with their model numbers, and Table 2 summarizes the quantities
associated with the three acoustic channels. The standard product
is a single broadband transmitter (Shamu or 424) covering either a
lower-frequency band (Shamu) or an upper frequency band (424)
and whose echoes are detected by two widely spaced line arrays.
The principal modification to the system was to include both
transmitters so both frequency bands could be used in sequence,
and to increase the number of line arrays to 14 (densely spaced)
for increased receive sensitivity and better control over the beam
pattern. A secondary modification was to add a broadband trans-
ducer (made by Reson) that sends and receives at a higher range of
frequencies, in sequence with the other channels. Small changes to
the hardware, data acquisition software, and real-time display soft-
ware were made to accommodate the custom configuration.
We developed new analytical techniques and post-processing
software associated with both broadband calibration and
converting broadband echo data to TS and Sv. The resultant
system spans the frequency range 1.7–100 kHz, with some gaps,
with an output convertible to meaningful acoustic-scattering enti-
ties for applications such as fish. The three broadband acoustic
channels will be referred to as “low frequency” (Shamu),
“medium frequency” (424), and “high frequency” (Reson).
Details of the system and new broadband methods are given below.
Hardware
The system consists of a tow body, shipboard electronics, and a
tow cable (Figures 2 and 3). The tow body contains the transdu-
cers, pitch-and-roll sensors, a depth sensor, and electronics. The
shipboard electronics are used to control the electronics on the
tow body (such as sending trigger commands) and to receive,
store, and display data in real time. In addition to being used
for towing the tow body, the cable also provides power to the elec-
tronics and provides a means for two-way communication
between the shipboard electronics and electronics on the tow
body for control and data telemetry.
There are three acoustic channels, all broadband. The low- and
medium-frequency channels involve acoustic transmitters and a
receive array, and the high-frequency channel involves a single
Table 1. Major hardware components of the broadband-towed
system: tow body, cable, electronics, and sensors
Component Model number
Tow body SB-0512C
Tow cable (0.32200 double armour coax) A320327 (Rochester)
Power/telemetry Starmux
Shipboard computer Discover
Chirp processor (on tow body) FS-DW
Sidescan kit (for Reson) Custom
Acoustic transmitter (low frequency: 1.7–
10 kHz)
KT-0504 (Shamu)
Acoustic transmitter (medium frequency: 6–
17 kHz)
KT-424
Acoustic transceiver (high frequency: 30–
100 kHz)
TC2138 (Reson)
Hydrophone line element (1/2 m length) HA-216
Hydrophone line element (3/4 m length) HA-0512
Pressure sensor (for depth) SBE-50 (Seabird)
Motion sensor (for pitch/roll) Option, part of
FS-DW
All parts are manufactured by Edgetech except where shown otherwise.
Table 2. Quantities associated with the three broadband acoustic
channels
Acoustic channel
Frequency
band
(kHz)
Beam
width
(8)
Ping
duration
(ms)
Range resolution
after
pulse-compression
processing (cm)
Low frequency 1.7–10 10–55 10–100 20
Medium frequency 6–17 10–25 10–100 10
High frequency 30–100 7–23 2–10 3
Beam widths are for the transceive mode for the low- and medium-
frequency channels, and receive mode for the high-frequency channel. The
transmit beam width for the high-frequency (transceiver) channel is the
same as the receive beam width. The frequency bands correspond to a range
of usable energy rather than the traditional deﬁnition involving 23 dB
values.
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transducer that both sends and receives sound. The two transmit-
ters and one transceiver transducer are in the nose of the tow body,
and the array fills most of the flat portion of the tow body in the
tail section (Figure 3b). The transmitters use the standard transmit
channels that had normally been provided by Edgetech, and the
transceiver transducer uses electronics, also provided by
Edgetech, originally designed for sidescan applications.
The receive array consists of 14 line arrays (Figure 3b). The line
arrays are spaced so as to reduce sidelobes in the beam pattern, as
described below. In addition, the line arrays are divided into an
inner array of six line arrays (all parallel to each other), and an
outer array of eight line arrays (two per side). This division
helps to address, crudely, the fact that the width of the main
lobe of the beam patterns depends inversely on acoustic frequency.
As the frequencies span a large range, the beam patterns vary
accordingly. Ideally, there should be a constant beam-width
array. However, for practical reasons, the division is used—the
low-frequency band receives echoes from all 14 line arrays
(inner þ outer arrays), and the medium-frequency band receives
echoes from only the inner six line arrays.
Transmit signals, pulse-compression processing,
and display of data
The system is programmable, making its use adaptable to a wide
range of applications. Specifically, the transmit signals, receiver
gains, and triggering sequence are separately programmable. The
transmit signals can be programmed either through the use of
an equation for linear-frequency modulation (chirp) or through
loading a binary file with a waveform. Using the equation, the
amplitude, the duration of the signal, and the range of frequencies
in the chirp can be specified. The rate at which the signals are
transmitted is also programmed (including simultaneous or
sequential transmissions).
As broadband transducers are not strongly resonant at any par-
ticular frequency, they are inherently insensitive. This is compen-
sated for through the use of long broadband signals and signal
processing of the echoes that optimize their use. The signal used
in this case is the commonly used chirp signal (although there
are other classes of signals available). Here, the range of frequen-
cies of the band is applied uniformly to the transmitter through
a gradual sweep across the band (Figure 4a and b).
Processing of the broadband echoes involves pulse-
compression processing:
cprðtÞ ¼ kcpvrðtÞ  vrepðtÞ; ð1Þ
where
kcp ; R1repð0Þ; ð2Þ
and
RrepðtÞ ; vrepðtÞ  vrepðtÞ: ð3Þ
Here, the compressed-pulse signal, cpr(t), is the cross correlation
() between the echo voltage, vr(t), and a replica signal, vrep(t).
Usually, the voltage applied to the transmitter was used as the
replica. The term kcp is a normalization factor. This processing is
based on matched filter processing, but because the scattering
characteristics of the scatterers (fish in this case) are not known
a priori, a replica waveform (in place of the transmit waveform)
cannot be determined for optimum processing (Turin, 1960).
This type of processing is prevalent throughout radar and sonar
applications, including one narrowband and one broadband com-
mercial echosounder for studying fish and zooplankton in the
ocean (Ehrenberg and Torkelson, 2000; Ross and Lawson, 2009),
and various laboratory applications with zooplankton, fish, and
squid (Chu and Stanton, 1998; Reeder et al., 2004; Au and
Benoit-Bird, 2008; Lee et al., 2009).
For the ideal case in which the scattering and system response
are independent of frequency across the band, the duration of the
compressed-pulse signal is approximately equal to the inverse
bandwidth of the original signal applied to the transducer
(Figure 4c). Also, the improvement in the signal-to-noise ratio
of the processed signal is approximately directly proportional to
the bandwidth.
For realistic targets and system response, the above relations
still hold, but with degradation. Nonetheless, there is significant
improvement in the signal, both with respect to range resolution
of the signal and signal-to-noise ratio. For example, the transmit
signal in the low-frequency channel had a spectrum that was
14 kHz wide and spanned beyond the lower and upper edges of
the response of the transmitting transducer. Although the usable
spectrum of the transmitter was 10 kHz, the response was stron-
gest in a 5-kHz band. As a result, most of the signal in the water
after passing through the transducer was 5-ms long (vs. the
10-ms-long applied signal) with a bandwidth of 5 kHz. The
range resolution of the 5-ms-long signal, unprocessed, is 4 m.
Once processed, the width of the autocorrelation function is
Figure 2. Block diagram of sensor channels of the Edgetech system.
The three broadband acoustic channels are shown along with the
channels associated with the pitch, roll, temperature, and depth
sensors. There are electronics on both the tow body and the ship.
Transmitter, receiver, and processing electronics for the acoustic
channels are on the tow body, whereas the shipboard electronics
include a power supply and computer for control, as well as for
storage and display of data.
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0.25 ms, giving a range resolution of 20 cm. The autocorrela-
tion function here is from the cross correlation with the echo due
to a perfectly reflecting interface with uniform frequency response.
Non-uniform scattering properties of the scatterer will further
degrade performance.
The echoes are processed using Equations (1)–(3) in real time
in the electronics contained within the tow body. Both the
compressed-pulse signals and raw unprocessed signals are teleme-
tered indigital formthrough the towcable to the shipboard computer
for real-time display and storage. The echograms of the compressed-
pulse signals from each of the three channels are displayed while, at
the same time, those signals and the raw signals are stored for
future use. In addition to the acoustic-scattering data, other data
such as pitch, roll, anddepthof the towbodyare displayed and stored.
Figure 3. (a) Edgetech tow body at deployment. (b) An illustration of the underside of the tow body based on its mechanical drawing. The
transmitting transducers for the low- and medium-frequency channels are in the nose of the tow body along with the transceiver transducer
for the high-frequency channel. The inner array of line hydrophones receives the acoustic echoes for the medium-frequency channel, and the
entire array (inner plus outer) receives echoes for the low-frequency channel.
Figure 4. Linear-frequency-modulated, or chirp, signal. (a) Raw waveform, as applied to the transducers. (b) Frequency spectrum of signal. (c)
Envelope of autocorrelation function (pulse-compression or matched ﬁlter processing) of the signal. The width of the main lobe of the
autocorrelation function is approximately equal to the inverse bandwidth of the signal. Therefore, for a signal 10 ms long in the left panel with
14 kHz bandwidth, the width of the main lobe of the compressed-pulse signal in the right panel is 0.05 ms.
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Beam-pattern design
The beam patterns of the low- and medium-frequency channels
were designed through the choice of the spatial configuration of
the receiver line arrays. The beam pattern of the high-frequency
channel was determined by the diameter of the single transducer
that was used to transmit and receive the echoes. There was only
one diameter available from the manufacturer for this transducer.
The beam patterns of the low- and medium-frequency channels
were designed so that the main lobes of the beams would be close
to conical and the side lobes relatively low. A common method for
controlling side lobes is through spatially shading the amplitude of
the gains of the elements (e.g. gain of element decreasing with
increasing distance from the centre of the array). However,
along with that shading comes a loss of sensitivity (which is pro-
portional to the sum of the gains). Therefore, a method was chosen
in which the gain was uniform and the separation between the
elements was varied so that their spacing was non-uniform. This
latter approach maximizes the sensitivity while reducing the side
lobes. A Chebychev spacing was used. Simulations of beam pat-
terns using this spacing show that over the range of frequencies,
the maximum value of side lobes is roughly 20 and 14 dB below
the maximum value of the main lobe for the low- and medium-
frequency channels, respectively. The higher side lobes in the
latter case are presumably attributable to the fact that this
channel involves fewer array elements and a coarser spacing rela-
tive to the acoustic wavelength.
Calibration
Calibration of the system is a complex task. There are significant
challenges associated with the fact that each channel is broadband,
the sensitivity of transducers can depend on depth, and each trans-
ducer creates a single beam whose width is frequency-dependent.
A standard target (sphere) approach was used to provide system
response as a function of frequency, angle, and depth. The
system was calibrated against depth by suspending a sphere
below the system and measuring echoes from the sphere every
10 m from the surface down to the deepest depth required
(180 m in this case). Challenges associated with scattering reson-
ances of the sphere and the limitations associated with the trans-
ducers generating single (not split or multi-) beams were
addressed through two new methods, described below.
The system was calibrated under various conditions and at
several locations at sea. The first at-sea calibrations took place
over Georges Bank off of Cape Cod, MA, during the period 7–
15 September 2005 on the FRV “Delaware II”, at the site of the
studies of Atlantic herring. Subsequent calibrations took place
off of Provincetown, Cape Cod, MA, on 11 September and 9
October 2006, using the RV “Tioga”.
Types of sphere
Given the wide range of frequencies, a correspondingly wide range
of diameters of spheres was studied for calibrating the system. The
smaller spheres studied were solid elastic, but for larger diameters,
a solid material was not used because of its excessive weight. In this
latter case, two types of sphere were studied, air- and water-filled
spherical elastic shells. The focus of the studies was to design a
combination of sphere and signal-processing analysis to minimize
the effects of resonances from the sphere. For the high-frequency
channel, an air-filled aluminium spherical shell, 41.5 cm in diam-
eter, was used. Data were analysed using a partial-wave analysis
that exploits the echo from the front interface alone and is rela-
tively independent of frequency. For the low- and medium-
frequency channels, a 20-cm-diameter solid aluminium sphere
was used. A full-wave analysis was used for the medium-frequency
channel, because the resonances were not strong in this region and
the partial waves were difficult to resolve. Owing to noise issues, a
partial-wave analysis was used for the low-frequency channel.
Details of these analyses are summarized below.
Location of sphere in single beam
As this system did not have split- or multibeam capabilities, the
location of the sphere in the (single) beam needed to be deter-
mined through a novel method. The location of the sphere in
the beam was inferred through a combination of echo level and
pitch-and-roll data concerning the tow body. The measurements
were designed with the idealized goal of the sphere being sus-
pended directly below the tow body which, in turn, was suspended
directly below the ship. Lines were tied to the tow body from the
termination point of the tow cable to constrain it to remain hori-
zontal with the intention of the centre of the main lobe being
directly aimed at the sphere. Under these ideal conditions, there
would be no beam-pattern effects in the data. However, because
of the normal conditions of the at-sea experiments, there were sig-
nificant deviations from the goal which needed to be accounted
for. The best conditions involved the ship being anchored.
Under such conditions, the suspension cable for the tow body
was vertical. However, as the ship still rolled and pitched in the
waves, the wire moved up and down, causing the tow body to
pitch and roll, as indicated by the data from the pitch-and-roll
sensors. Under conditions where the ship was not anchored,
there was the added complication of the cable angle not being ver-
tical because the ship was drifting.
The motion of the tow body was accounted for through exam-
ining plots of echo level as a function of roll-and-pitch angle of the
tow body. Selection of the pings was based on combined criteria of
high echo level and being within a narrowly defined range of
roll-and-pitch angles, each near 08. The analysis was based on
the assumption that those highest echoes within the narrow
range of roll-and-pitch angles were associated with the sphere
being in the centre of the main lobe of the beam. Normally, at
least 200 echoes were analysed, which appeared to provide an ade-
quate number of echoes from the centre of the beam.
Beam patterns
Information on the beam pattern was extracted from calibration
data collected at sea at the operational depth through an indirect
method. Most of the motion of the tow body involved pitch
because of the configuration of the tow bridle and the fact that
the tow body was designed to move forward. Therefore, the com-
bination of the up-and-down motion of the tow cable and drift of
the ship (when not anchored) led mostly to pitch motion. This
constraint of motion (pitch only) fortuitously allowed the use of
the calibration data to estimate the beam patterns of the system
in the vertical plane. To do so, the pitch angle of the tow body is
set equal to the beam angle, with an offset. The pitch angle of
the tow body was sampled at 8 Hz, and the angle measured
closest in time to a received echo was used in association with
that echo to construct the beam pattern. The offset is because
the tow cable was not vertical and it needed to be determined
empirically from the echo data with the assumption that the stron-
gest echoes were from the centre of the beam. The beam-pattern
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data were reasonably consistent with the predictions, both with
respect to width of the main lobe, overall side-lobe levels (but
not precise structure), and across the band of frequencies of
each acoustic channel.
Partial- and full-wave scattering analysis
With greater than an octave bandwidth per channel, the use of a
standard target posed a challenge. The scattering by targets such
as spheres contains strong resonances at many frequencies, and
the spectral separation between those resonances is much smaller
than one octave. These resonances are avoided in narrowband
systems by designing the sphere so that the acoustic frequency is
between resonances. However, with a broadband system, the
frequencies may span multiple resonances, which can degrade the
calibration significantly. Several approaches were explored and
new methods developed to address this problem. For the cases in
which the resonances were the strongest, a partial-wave analysis
was developed in which a combination of signal processing and
scattering physics was used to remove the resonance effects comple-
tely, leaving a scattered signal that varies only slightly with frequency
(Stanton and Chu, 2008). For cases where the resonances were weak,
then a full-wave analysis was sometimes used.
The partial-wave analysis works on the principle that the scat-
tering by a sphere is attributable to a number of scattering pro-
cesses; involving an echo from the front interface, internally
refracted waves, and circumferential waves. These partial waves
arrive at the receiver at different times. The partial-wave echo
from the front interface alone is relatively independent of fre-
quency, whereas the sum of all partial waves (the full wave) has sig-
nificant resonances because of the interference between the various
partial waves. With the standard calibration spheres used in fish-
eries acoustics, narrowband acoustic systems cannot resolve
these waves, so they measure the full wave. As the full wave poten-
tially can experience significant resonance effects attributable to
interference between the partial waves, the sphere must be
designed so that the system frequency is between the resonances
and these effects minimized. For a broadband system, this full-
wave approach may not work satisfactorily because the broadband
signal spans multiple resonances. However, a broadband system,
especially through the use of pulse-compression processing, can
resolve more readily the partial waves and eliminate the interfer-
ence problem. It is especially desirable for the broadband signal
to resolve the echo from the front interface, which is not strongly
dependent on frequency. In that case, calibration would not be
prone to the errors associated with uncertainties in the prediction
of locations of the narrow resonances.
The system response H(v) of a broadband channel has been
derived by Stanton and Chu (2008) in terms of the pulse-
compression signals given in Equation (1) and the scattering
physics of the target (v is the angular frequency). Accounting for
the scattering physics included convolving the impulse response of
the exact solution to the scattering by the sphere, with the voltage
applied to the transmitting transducer. Spreading and absorption
effects are accounted for in the equation so that H(v) reflects solely
the combined efficiencies of the transmitting (voltage-to-pressure)
transducer and the receiving (pressure-to-voltage) transducer.
The expression derived by Stanton and Chu (2008) is general in
that it can accommodate either a partial- or a full-wave analysis.
Specifically, through temporal gating, one can choose whether or
not to select the echo from the front interface only, or all partial
waves. Once the selection is made, the appropriate predicted
waveform (single partial wave or full wave) is used through calcu-
lating the impulse response of the scattering. In short, the (gated)
predictions of the partial- or full-wave waveforms used in
Equation (1) are matched with the corresponding (gated) wave-
form selected in the measurement.
For the broadband three-channel system described here, a com-
bination of types of sphere and approach was used. If one were to
apply the standard full-wave analysis for the high-frequency
channel, the sphere would need to be very small (and hence, not
practical) for the scattering to be void of significant resonances.
Instead, a large, air-filled spherical aluminium shell, 41.5 cm in
diameter, was used in combination with a partial-wave analysis.
Comparing this approach with a full-wave analysis where the res-
onances were averaged across frequencies showed a reduction in
error (through the use of a partial-wave analysis) associated with
the resonances of 3 dB.
For the low- and medium-frequency channels, a solid alu-
minium sphere, 20 cm in diameter, was principally used. For
this combination of frequencies and diameter, the resonances
were weak, allowing for the possibility of either a full- or a partial-
wave analysis. As the partial-wave returns were relatively close to
each other in the medium-frequency channel, a full-wave analysis
was used. However, the low-frequency channel posed a greater
problem because there was noise contaminating the signal. To
eliminate some of the noise, a partial-wave analysis was used
(i.e. echo from the front interface only). Although some error
may exist by potentially including a portion of an unwanted
partial wave, the noise was greater than any partial wave that
immediately followed the echo from the front interface. Hence,
the greatest source of error in this case was system noise (which
was smaller than the echo from the front interface).
Below 2.5 kHz, the signal-to-noise ratio of the sphere echo was
unacceptable, and the echoes from flat sections of the seafloor were
used to estimate the sensitivity of the low-frequency channel.
Sections of seafloor were chosen where there were no apparent
echoes from below the seafloor and where the echoes were consist-
ent from ping to ping. The frequency response of the seafloor echo
was assumed, as an approximation, to be constant over the band
1.7–2.5 kHz. The spectrum of the seafloor echo was then adjusted
so that its level matched that of the known echo from the sphere at
2.5 kHz.
Depth-dependence of the system response
The studies showed that the high-frequency transducer, which was
designed for the tested range of depths, was insensitive to depth
across its entire frequency band. In contrast, the sensitivity of
the low- and medium-frequency channels depended strongly on
depth (up to 5 dB variation for portions of the response of each
of the two channels). The system response for the low- and
medium-frequency channels, which appeared to have resonance
properties near the surface, tended to flatten out at the greater
depths, especially for the low-frequency channel. This observation
is most likely because of compression of the cork backing of these
transducers and causing, in essence, a mechanical “short”, and
eliminating the stronger resonance.
Equations for post-processing broadband data:
TS and Sv
To determine TS and Sv from the pulse-compressed broadband
echoes, the equations normally associated with those quantities
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are re-derived in terms of the broadband signal-processing oper-
ations. As these equations relating broadband processing to TS
and Sv are being presented for the first time and are of general
applicability, derivations of the equations are summarized
briefly. The derivations use the equations presented in Stanton
and Chu (2008), where the system response of a broadband
system is derived from measurements from a calibration sphere.
The equations use the same notation and definitions as in that
paper. Derivations concerning TS and Sv are first given for each
quantity for a more general case, then a simplified form is given
pertaining to our specific approach.
Target strength
The TS of the target of interest (fish or zooplankton in this
case) is defined in terms of the differential backscattering cross
section sðtarÞbs :
TSðtarÞ ¼ 10 logsðtarÞbs ð4Þ
and
TSðtarÞ ¼ 10 log FðtarÞbs ðvÞ

2; ð5Þ
where sðtarÞbs is equal to the square of the magnitude of the backscat-
tering amplitude FðtarÞbs ðvÞ.
Equations (1)–(5) of Stanton and Chu (2008) were derived to
relate the scattering amplitude FðcalÞbs ðvÞ of the calibration sphere to
system response and other quantities. Those equations can be
applied to this problem by replacing the superscript (cal) with
the superscript (tar), which denotes the association of the quan-
tities with the target measurement. With that substitution, the
backscattering amplitude of the target of interest is
FðtarÞbs ðvÞ ¼
V ðtarÞr ðvÞ
V ðtarÞt ðvÞHðvÞLðtarÞðvÞ
; ð6Þ
where V ðtarÞr ðvÞ, V ðtarÞt ðvÞ, and LðtarÞðvÞ are the voltage received as a
result of the echo from the target, the voltage applied to the trans-
mitter, and the two-way transmission loss (on a linear scale)
associated with the target measurement, respectively.
Multiplying the numerator and denominator of this expression
by the complex conjugate (denoted by *) of the replica V ðtarÞrep ðvÞ
and using Equation (8) of Stanton and Chu (2008), which
relates the compressed-pulse signal to voltages in the frequency
domain, yields an expression for the backscattering amplitude in
terms of the compressed-pulse signals:
FðtarÞbs ðvÞ ¼
CPðtarÞr ðvÞ
LðtarÞðvÞHðvÞCPðtarÞt ðvÞ
; ð7Þ
where CPðtarÞr ðvÞ and CPðtarÞt ðvÞ are the Fourier transforms of the
compressed-pulse signals cpðtarÞr ðtÞ and cpðtarÞt ðtÞ, respectively, as
defined below:
cpðtarÞr ðtÞ ; kðtarÞcp vðtarÞr ðtÞ  vðtarÞrep ðtÞ ð8Þ
and
cpðtarÞt ðtÞ ; kðtarÞcp vðtarÞt ðtÞ  vðtarÞrep ðtÞ: ð9Þ
Here, cpðtarÞr ðtÞ is the compressed pulse associated with the
measurement of the target of interest in which the received
voltage attributable to the backscattering by the target is cross cor-
related with the replica signal vðtarÞrep ðtÞ. Similarly, the second term,
cpðtarÞt ðtÞ is the compressed pulse calculated by cross correlating
the applied voltage used in that measurement with the replica
signal. The normalization constant, kðtarÞcp , which is defined in
Equation (2) [the reciprocal of the autocorrelation function of
vðtarÞrep ðtÞ evaluated at t ¼ 0] is the same for each compressed-pulse
signal in Equation (7) and cancels out (implicitly), because it
appears as a factor to both the numerator and the denominator.
The standard notation convention lower case cp for the time
domain and upper case CP for the corresponding quantity in
the frequency domain is followed.
Inserting the expression forH(v) from Equation (9) of Stanton
and Chu (2008) into Equation (7) above gives
FðtarÞbs ðvÞ ¼
CPðtarÞr ðvÞ
CPðcalÞr ðvÞ
LðcalÞðvÞ
LðtarÞðvÞ
CPðconvÞpred ðvÞ
CPðtarÞt ðvÞ
; ð10Þ
where CPðcalÞr ðvÞ is the Fourier transform of the compressed-pulse
echo received from the calibration sphere, LðcalÞðvÞ is the two-way
propagation loss (on a linear scale) attributable to spherical
spreading and absorption between the transceiver and the cali-
bration sphere, and CPðconvÞpred ðvÞ is the Fourier transform of the
cross correlation between the replica signal used in the calibration
measurement and the convolution of the impulse response of the
predicted echo from the calibration sphere and transmit signal
used in the calibration measurement (Stanton and Chu, 2008).
Equation (10) represents the case where the angle at which the
target in the beam corresponds to the same angle at which the cali-
bration sphere is in the beam.
Equation (10) can be simplified if the transmit and replica
signals used in the calibration measurement are the same as the
corresponding quantities in the target measurement:
FðtarÞbs ðvÞ ¼
CPðtarÞr ðvÞ
CPðcalÞr ðvÞ
LðcalÞðvÞ
LðtarÞðvÞ F
ð predÞ
bs ðvÞ; ð11Þ
where F
ð predÞ
bs ðvÞ is the predicted scattering amplitude of the cali-
bration sphere. Equation (10) or (11) can be used with either a
partial- or a full-wave calibration method. It is important that
the processing gate used in calculating F
ð predÞ
bs ðvÞ, which appears
explicitly in Equation (11) and implicitly in Equation (10), be
the same as that used in the calibration measurement. Details of
the procedure are given in Stanton and Chu (2008).
Volume-backscattering strength
The volume-backscattering strength Sv is defined in terms of the
volume-backscattering coefficient sv:
Sv ¼ 10 log sv: ð12Þ
Calculation of sv involves averaging the echoes from multiple
targets randomly located in the acoustic beam over a number of
statistically independent pings. An element of the calculation is
equivalent to integrating the square of the echo for the duration
of the time gate and is commonly referred to as echo integration.
Below, equations for sv are derived for pulse-compression proces-
sing of broadband signals.
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For the case of echoes from the volume of multiple targets
received and processed through pulse-compressed processing,
the resultant signal, cpðvolÞr;j ðtÞ, for the jth ping is
cpðvolÞr;j ðtÞ ¼ kðvolÞcp vðvolÞr;j ðtÞ  vðvolÞrep ðtÞ; ð13Þ
where vðvolÞr;j ðtÞ ¼
P
i v
ðtarÞ
r i;j ðtÞ; vðtarÞr i;j ðtÞ is the voltage measured
attributable to the echo from the ith target of interest (randomly
located in the beam) in the jth ping, and kðvolÞcp is the normalization
constant calculated in terms of the replica signal vðvolÞrep ðtÞ used in
the volume-scattering measurements.
The Fourier transform of the above expression gives the
compressed-pulse signal in the frequency domain:
CPðvolÞr;j ðvÞ ¼ kðvolÞcp V ðvolÞr;j ðvÞV ðvolÞrep ðvÞ; ð14Þ
where V ðvolÞr;j ðvÞ ¼
P
i V
ðtarÞ
r i;j ðvÞ, and V ðvolÞr;j ðvÞ and V ðvolÞrep ðvÞ are
the Fourier transforms of vðvolÞr;j ðtÞ and vðvolÞrep ðtÞ, respectively.
Choice of the window within which the Fourier transform is cal-
culated is important. In this application, the duration T of the
Fourier-transform window is set equal to the duration of the
echo-integration gate, which is chosen to be much longer than
the duration of the compressed-pulse signal from a given target,
or, equivalently, the duration of the echo-integration processing
is much longer than the inverse bandwidth of the broadband
signal.
As each frequency component of the echoes from the individ-
ual targets is assumed to have a phase that is randomly and uni-
formly distributed over the full range 0–2p, then the
mean-square echo can be calculated through the average of the
squared echoes of all individual targets within the processing
gate and for all pings of interest (i.e. averaging across the index
j) at each given frequency. In terms of the processing, this aver-
aging corresponds to the average of the echo-integration values
calculated in the processing gate described above. To relate the
mean-square echo to quantities associated with the scatterers,
the formulation needs to take into account the beam-pattern
effects. For narrowband signals and traditional signal processing
(i.e. no pulse-compression processing), this has been considered
in earlier works and is summarized in Medwin and Clay (1998).
In essence, the summation in the average is converted into an inte-
gral and the result is expressed in terms of the effective insonified
volume V(v) and the associated integral CD(v) (or equivalent
beam angle) of the square of the transceiver beam pattern:
VðvÞ ¼ 1
2
cTr2volCDðvÞ; ð15Þ
where
CDðvÞ ;
ð ð
B2r ðvÞB2t ðvÞdV; ð16Þ
c is the speed of sound, rvol the distance to the scatterers, Br and Bt
the receive and transmit beam patterns, respectively, and V the
solid angle. To perform the integral over the beam pattern, the
system response was separated into the product of the response
in the centre of the main lobe of each beam pattern and the
beam patterns themselves, which are normalized to the response
at the centre of the main lobe (the main lobes of the transmitter
and receiver are assumed to have the same centre).
After averaging the echoes over many statistically independent
pings, the volume-backscattering coefficient is
svðvÞ¼
k CPðvolÞr;j ðvÞ 2l
CPðcalÞr 0 ðvÞ

2
LðcalÞðvÞ 2
LðvolÞðvÞ 2
CPðconvÞpred ðvÞ

2
kðvolÞcp
2
V ðvolÞt ðvÞ

2 V ðvolÞrep ðvÞ

2VðvÞ
;
ð17Þ
where k...l denote the average over many statistically independent
pings (i.e. an average over all j), CPðcalÞr 0 ðvÞ corresponds to the cali-
bration measurement where the calibration sphere is in the centre
(maximum response) of the beam, LðvolÞðvÞ corresponds to the
two-way propagation loss to the scattering volume, and V ðvolÞt ðvÞ
is the Fourier transform of the transmit signal in the
volume-scattering measurement.
Equation (17) can be simplified if the transmit and replica
signals used in the calibration measurement are the same as the
corresponding quantities in the volume-scattering measurement:
svðvÞ ¼
k CPðvolÞr;j ðvÞ 2l
CPðcalÞr 0 ðvÞ

2
LðcalÞðvÞ 2
LðvolÞðvÞ 2
F
ð predÞ
bs ðvÞ

2
VðvÞ : ð18Þ
Similar to the case concerning TS, Equations (17) and (18) can
involve the use of either a partial- or a full-wave calibration
method. Either way, the processing gate of the predictions con-
cerning the calibration sphere must match that used in the cali-
bration measurements (Stanton and Chu, 2008).
Field application
Atlantic herring were studied over Georges Bank off of Cape Cod,
MA, in the period 7–15 September 2005, on the “Delaware II”. A
pelagic trawl was used to sample the fish, and a Simrad EK500 nar-
rowband echosounder, mounted on the hull, was used in observ-
ing the distributions of the fish. The towed system was used
alternately with the trawl, whereas the hull-mounted echosounder
was generally used most of the time. In circumstances in which the
hull-mounted system interfered with the towed system, one or
more channels of the hull-mounted system were turned off.
Most of the trawl catch was Atlantic herring with a narrow-
length distribution, a mean length of 23.6 cm, and a standard devi-
ation of 1.74 cm. Also, as mentioned above, the broadband system
on the tow body was calibrated at sea at the site of measurements
of the fish, as well as in subsequent calibrations in 2006.
High-resolution acoustic imagery at low frequencies
Through a combination of towing the system near Atlantic herring
and using pulse-compression processing, high-resolution images
of the fish were obtained (Figures 5 and 6). These images were con-
structed using data from the medium-frequency channel, 6–
17 kHz, which had a range resolution of 10 cm. Although the
beam width at any frequency of this channel is relatively wide,
towing near the fish reduced the horizontal footprint of the
system. When towing directly over the aggregations of fish (low
tens of metres above them), the images were distinctly sharper
than the corresponding ones associated with the hull-mounted
narrowband system that operated at 120 kHz and had a beam
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width of 78 and a range resolution of 75 cm (Figure 5). In this
example, the contributions to the improvement in resolution
over the hull-mounted system by the two methods, towing near
the fish and pulse-compression processing, were comparable.
Also, when towing the system “through” the fish aggregation, indi-
vidual fish could be resolved (Figure 6). Again, in contrast, the
hull-mounted narrowband system did not resolve these fish.
Another reason for the images to be sharper than the hull-
mounted system is that the scattering by the low-frequency
system is from the fish only. Scattering from all other types of
organism at these frequencies is negligibly small (Figure 1).
However, some of the scattering from the high-frequency narrow-
band system could have been by zooplankton, such as the euphau-
siids observed in the region. If the distribution of zooplankton was
more uniform than the patchy distribution of fish, echoes from the
zooplankton could have filled in the spaces between patches of fish
in the high-frequency echogram, causing a less distinct image of
the patches of fish.
One consequence of towing the system very close to the fish, as
in Figure 6, is that the behaviour of the fish may be altered. It is
clear from the asymmetrical echotrace of each resolved fish in
Figure 6 that fish behaviour was influenced by the presence of
the system. Whether this is because of the sound emitted or the
compression or movement of the water near the tow body, this
phenomenon should be studied more before the system is used
for quantitative studies at very close ranges.
Resonance classiﬁcation and enumeration of ﬁsh
A resonance in the low-frequency channel was observed at
3.7 kHz (Figure 7). This was observed in many sampling
windows throughout a patch of Atlantic herring 1 km long and is
assumed to be associated with resonance of the swimbladder. This
resonance frequency is generally consistent with the resonance
observed by Nero et al. (2004), although the resonance reported
by them was at 2.5 kHz for fish of similar size distribution and at
similar depth. The volume-scattering strength shown in Figure 7
was calculated from the compressed-pulse output, using the formu-
lation given in Equation (18). Data are only shown where the chan-
nels were most sensitive and the signal-to-noise ratio was acceptable.
As a result, there is a gap between the low- and medium-frequency
data. Moreover, as described earlier, the data in the 1.7–2.5-kHz
band were calibrated, in part, by the seafloor echoes, and are rep-
resented by a dashed line.
The echoes showed a resonance at the same frequency through-
out all patches (resonance frequencies for a dense and sparse patch
are illustrated in Figure 7). This important observation indicates
that the volume of the swimbladders, and hence their overall
length, is the same throughout the 1.5-km transect. As a result,
Figure 5. Comparisons of echograms measured using two systems; (a) 120 kHz EK500 narrowband system mounted on the hull of the ship.
(b) Compressed-pulse output of broadband medium-frequency system (6–17 kHz) towed near the ﬁsh, just above the aggregation. The data
from each system were from the same section of water. Both echograms represent volume-backscattering strength on a relative scale. A
threshold of 266 dB was imposed on the EK500 data. In (b), the thin layer seen 2 m above the seaﬂoor is an artefact of the system associated
with the high echo levels from the seaﬂoor.
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one can conclude that a change in scattering strength between two
portions of the patch is a result of a change in numerical density
rather than a change in the size of the fish. As the wavelengths
are so long at these frequencies, differences in orientation distri-
bution will not alter the echo level significantly. With this knowl-
edge, therefore, the numerical density of the fish can be estimated.
Using a scattering model developed by Chu et al. (2006) and
summarized below for the TS of fish with swimbladders (the
solid curves in Figure 7), the volume-scattering strength can be
converted directly to the numerical density of the fish (Figure 8).
Here, the density is determined to be as high as 2 per m3 in the
densest portions.
Finally, it is possible, in principle, to determine the spectrum of
the scattering from the individual fish in data such as shown in
Figure 6. As this is a single-beam system, the individual echoes
are convolved with the beam pattern. The beam-pattern effects
can be removed from data analytically through the use of, for
example, a deconvolution method as initially described by Clay
(1983) and refined and summarized by Stanton and Clay (1986).
Scattering model for ﬁsh with swimbladders
The Chu et al. (2006) model, a hybrid of models for two different
frequency regimes, is conceptually similar to the Kirchhoff–Ray–
Mode (KRM) model in that in the resonance frequency region, a
model is used to describe the swimbladder resonance, and at
Figure 6. As Figure 5, but with the tow body towed “through” the aggregation of ﬁsh. The data collected by the broadband system in (b)
correspond to the same section of water outlined in the rectangular section in the lower right corner of the 120-kHz EK500 echogram in (a).
Figure 7. Resonance phenomenon observed in two separate patches
of ﬁsh. The dense patch is from within the large patch shown in the
middle of Figure 5, and the sparse patch is from one of the small
patches nearby. The three segments of data correspond to the three
broadband acoustic channels. The solid line is a theoretical scattering
model.
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higher frequencies, a model is used to describe geometrical (non-
resonant) scattering effects by the swimbladder, such as those
associated with orientation (Clay, 1991, 1992; Clay and Horne,
1994; Chu et al., 2006). In addition, and as with the KRM, scatter-
ing by fish flesh across all frequencies was accounted for with a
third model. Specifically, for frequencies ,6 kHz, the
resonance-scattering model for gaseous prolate spheroids devel-
oped by Ye (1997) was used to describe the scattering by the swim-
bladder with modifications to include viscous and thermal
damping (Love, 1978). For the higher frequencies, the
modal-series-based deformed cylinder solution, evaluated for
prolate spheroids, was used to describe the scattering by the swim-
bladder (Stanton, 1989). For all frequencies, the Distorted Wave
Born Approximation (DWBA) was used to describe the weakly
scattering fish flesh (prolate-spheroid shape). Each of these three
models is more accurate than the corresponding models used in
the KRM. At any given frequency, the two models (corresponding
to the swimbladder and the flesh) were added incoherently (i.e.
adding energy). The modal series was converged for the scattering
predictions to account for the high-frequency effects. The tran-
sition frequency of 6 kHz was chosen for this particular problem
where the resonance frequency was at 3.7 kHz, but generally is
chosen at the beginning of the flat shoulder at frequencies above
the resonance frequency. A smoothing function was used to
connect the two models at 6 kHz. Inclusion of the scattering by
fish flesh had minimal effects on the predictions of scattering.
The length of the swimbladder was chosen to be one-third of
the length of the fish. The density and sound speed of the gas in
the swimbladder were chosen for the depth of the fish (185 m).
The diameter (twice the semi-minor axis) of the swimbladder
was determined from the volume of the swimbladder (with fixed
length) which was, in turn, determined initially through Boyle’s
law. However, for the predicted resonance frequency to match
the observed resonance frequency for a depth of 185 m, the
volume at the surface needed to be 16 cm3, increased by a factor
of 7 over what it would have been according to Boyle’s law and
an assumption of neutral buoyancy at the sea surface, in a
similar manner to the analysis in Nero et al. (2004).
For modelling at the higher frequencies, the orientation distri-
bution of the swimbladder was modelled as N(8.78, 38). This is
based on the fact that (i) the swimbladder is tilted (vertical
plane) by 58 relative to the lengthwise axis of the fish body,
and (ii) the pitch of the tow body was tilted by 3.78. The swimming
direction and mean tilt-angle of the fish were not known, so the
mean tilt-angle of the fish was assumed to be zero, and the
simple sum of the swimbladder angle (58) and tow-body angle
(3.78) was used as the mean tilt-angle of the swimbladder relative
to the incident beam. Also, the standard deviation of 38 was used
based on a best fit to the data. The solid black curves in Figure 7 are
based on averages over the measured size distribution of the
herring and presumed tilt-angle distribution of the swimbladder
relative to the incident beam. As the size distribution was so
narrow (7%), the resonance peak in corresponding curves for
single fish had a similar shape to the curves illustrated, but slightly
narrower (i.e. with a higher-quality factor).
A major assumption of the modelling is that the sole source of
scattering was due to the herring observed in the area. There is sig-
nificant evidence that that is a reasonable assumption. For
example, tight aggregations of fish in this area and near the sea-
floor are well known to be nearly 100% herring (vs. dispersed
aggregations which can contain a significant mix of species).
Furthermore, the area was sampled with nets near the time of
the acoustic sampling to confirm the composition of fish.
However, as there were other fish present in the area, the net
sampling was not done simultaneously with the acoustic sampling,
and there can be avoidance of the nets by fish, it cannot be known
with 100% certainty that the fish were all herring. Therefore, the
need to adjust the volume of the swimbladder in a similar
manner as in the Nero et al. (2004) analysis is based on the
same assumption that only herring contributed to the resonance
observed.
Daylight surface swarms of small scatterers
Scatterers other than fish with swimbladders were also observed
with the system (Figure 9). Near the sea surface, compact aggrega-
tions of scatterers were observed with the high-frequency channel.
The measured scattering strength increased rapidly and monotoni-
cally with frequency over most of the band. Comparison with a
fluid cylinder scattering model shows that most of this region
varies with the fourth power of frequency, consistent with
Figure 8. Numerical density of Atlantic herring as determined through resonance classiﬁcation using the low-frequency acoustic channel.
Data are from same transect as in Figure 5, but over a greater distance. There is an artefact in the data, just above the seaﬂoor, associated with
the high echo level from the seaﬂoor.
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Rayleigh scattering. The frequency at which the curve transitions
from Rayleigh to geometric scattering is 85 kHz, consistent
with elongated fluid-like scatterers 5 cm long. Using that
length in the scattering model in combination with measured
volume-scattering strength, the numerical density of the organ-
isms is estimated to be 20 per m3. Although these aggregations
were not sampled directly with nets, their shape and occurrence
(in daylight near the surface) are consistent with swarming behav-
iour associated with the reaction of euphausiids to prey (Nicol,
1986).
Conclusions
A broadband commercial system was adapted for studying fish.
With the wide range of frequencies, there were significant
improvements over conventional narrowband systems.
(i) Improvement in resolution. Through the use of pulse-
compression processing, the temporal resolution was
improved to bring it comparable with the limit of the
inverse bandwidth. As a result, the range resolutions were
20, 10, and 3 cm for the 1.7–10, 6–17, and 30–100-kHz
channels. The lateral resolution was also improved by
towing close to the fish, although it was demonstrated that
the system should not be towed too close, or the behaviour
of the fish would be altered. As a result of the improvement
in resolution, the patchiness of the fish was better quantified,
individual fish could be resolved, and fish near the seafloor
could be distinguished from the seafloor.
(ii) Resonance classification. With the low-frequency channel
extending down to 1.7 kHz, the resonance frequency of
Atlantic herring was observed, providing accurate estimates
of size and density of fish.
(iii) Spectral discrimination. Because of the nearly continuous
coverage of a wide range of frequencies, there was improved
ability over single- or multifrequency narrowband echosoun-
ders to discriminate between different types of organisms—
fish with swimbladders and zooplankton in this case.
(iv) Reductions in ambiguities. Detection of fish at the low kilo-
hertz frequencies eliminates the possibility that the echoes
may have been from zooplankton. Moreover, at these low fre-
quencies, the echoes are not sensitive to orientation distri-
bution. As the resonance frequency was observed to be the
same across the aggregation of fish studied, any changes in
echo level can be attributed definitively to changes in the
numerical density of the fish. The strength of this last state-
ment is in sharp contrast to interpretation of data from tra-
ditional high-frequency echosounders, where changes in
echo levels can be attributed to changes in numerical
density, type, or size of fish, their orientation distribution,
or some combination. Here, the uncertainties are eliminated,
and the only remaining cause for changes in echo level is
density of the fish.
Another important broad accomplishment presented here is
the fact that the improvements were made possible through adap-
tation of a commercially available system. Subsets of the improve-
ments have been accomplished by previous investigators through
the use of conventional or prototype systems. However, these
desired capabilities are now available through the modification
of a commercial system for routine use.
New methods for calibrating single-beam broadband systems
were also developed. The key aspect to the advance was in the elim-
ination of the influence of the resonances of the calibration sphere
that would otherwise appear in the broadband echo. This was
achieved through a combination of pulse-compression processing
of the broadband signals, and a partial-wave scattering analysis of
the echoes. Given the complexity of this new and advanced
method, the details are given separately in Stanton and Chu
(2008) and are both summarized and applied to the ocean
study here.
Finally, the equations are derived and presented here for the
first time relating TS and volume-backscattering strength to quan-
tities associated with broadband processing of echo data.
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